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Toggle Switch



Idrive adapter cable.Connect with the OEM idrive Only one 
set needs to be connected,depends on the number of the 
original car knob.

Connect to AUX port on the car

Connect with mic adapter cable

Connect to the head unit

Unconnected

connected

Unconnected

4pin

10pin

Unconnected

connected

Unconnected

Connect with the LVDS unplugged 
from the head unit

4pin(10pin)

knob

Wifi antenna,place it away 
from metal and close to the 
phone

Reverse camera cvbs input

Front camera cvbs input

USB port

12V ACC OUT

Reverse detection 12V

Reverse camera power supply

Ground
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Carplay LVDS(LVDS-OUT-CIC)
Carplay LVDS(LVDS-CIC-C19)

Connect the LVDS port of the 
OEM CD host (pink)

OEM cd host

Connect the LVDS cable unplugged 
from the OEM CD host

Connect the 4-pin plug removed 
from the OEM knob

Select the approriate plug and
connect the knob(Do not connect 
the other set of plugs)
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Antenna



Connect to AUX port on the car

Connect with mic adapter cable

Connect to the head unit

connected

Unconnected

Connect with the LVDS unplugged 
from the head unit

Wifi antenna,place it away 
from metal and close to the 
phone

Reverse camera cvbs input

Front camera cvbs input

USB port

12V ACC OUT

Reverse detection 12V

Reverse camera power supply

Ground
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Carplay LVDS(LVDS-OUT-CIC)
Carplay LVDS(LVDS-CIC-C19)

Connect the LVDS port of the 
OEM CD host (pink)

OEM cd host

Connect the LVDS cable unplugged 
from the OEM CD host
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Antenna

Unconnected

Unconnected



Idrive adapter cable.Connect with the OEM idrive Only one 
set needs to be connected,depends on the number of the 
original car knob.

Connect to AUX port on the car

Connect with mic adapter cable

Connect to the head unit

Unconnected

connected

Unconnected

4pin

10pin

Unconnected

connected

Unconnected

Connect with the LVDS unplugged 
from the head unit

4pin(10pin)

knob

Wifi antenna,place it away 
from metal and close to the 
phone

Reverse camera cvbs input

Front camera cvbs input

USB port

12V ACC OUT

Reverse detection 12V

Reverse camera power supply

Ground
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Carplay LVDS(LVDS-OUT-CIC)
Carplay LVDS(LVDS-CIC-C19)

Connect the LVDS port of the 
OEM CD host (pink)

OEM cd host

Connect the LVDS cable unplugged 
from the OEM CD host

Connect the 4-pin plug removed 
from the OEM knob

Select the approriate plug and
connect the knob(Do not connect 
the other set of plugs)
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Connect to AUX port on the car

Connect with mic adapter cable

Connect to 
the head unit

Connect with the LVDS unplugged 
from the head unit

Wifi antenna,place it away 
from metal and close to the 
phone

Reverse camera cvbs input

Front camera cvbs input

USB port

12V ACC OUT

Reverse detection 12V

Reverse camera power supply

Ground
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Antenna

The LVDS cable we provide 
is connected to the original 
screen

The LVDS cable unplugged 
from the back of the original 
car screen is connected to 
LVDS IN.
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Connect to AUX port on the car

Connect with mic adapter cable

Connect to the head unit

Connect with the LVDS unplugged 
from the head unit

Wifi antenna,place it away 
from metal and close to the 
phone

Reverse camera cvbs input

Front camera cvbs input

USB port

12V ACC OUT

Reverse detection 12V

Reverse camera power supply
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Antenna

The LVDS cable we provide 
is connected to the original 
screen

The LVDS cable unplugged 
from the back of the original 
car screen is connected to 
LVDS IN.

Connect USB audio box

Connect to the USB port on the car
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Frequently Asked Questions(FAQ)

1. How to set the language?

Enter the [Setup] icon. Select the language option. Set the corresponding language.

MMI box supported languages: Chinese, English, Italian, Polish, Spanish, Turkish, French, Korean, Portuguese, German

2. How to use the original Bluetooth channel function?

 1.Turn on setting [Use original car’s BT channel]

 2.Search and connect original car’s BT on phone first  

 3.Search and connect carplay’s BT ‘EW-CPXXX’

  4.Select Bluetooth audio output in the original system. Carplay will play music and navigation sounds.

The screen mirroring and USB audio and video functions cannot be output when using the original car Bluetooth.

3.How to set the Reverse option

Manual transmission

(1) Connect the reversing camera to the CVBS “Reversing Camera.”

(2) Connect the purple cable labeled “Reversing Detection 12V” to the camera’s power supply.

(3) Click Settings > Reversing > Reversing Camera> Aftermarket

(4) Set the camera option to “Aftermarket”. Ensure the reverse line is set to “ON”. 

Other options remain unchanged.

(5) Connect the rear-view camera’s power wire to the “12V” power supply of the reverse light

Automatic transmission:

(1)Attach the reverse camera to the CVBS port labeled "Reverse Camera."

(2)Connect the yellow cable labeled "12V Reverse Camera" to camera's power supply..

(3)Navigate to Settings > Reverse > Reverse Camera  > Aftermarket.

(4)Ensure the camera option is set to Aftermarket. In the reverse camera settings, set the Reverse Line 

to OFF. All other options should remain at their default settings.
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